SETTING INSTRUCTIONS FOR CINCINNATI 10000 SERIES TIME CLOCKS

SET THE TIME BEFORE PLUGGING IN THE TIME CLOCK.

REMOVE COVER BY TURNING THE KEY AND GENTLY RELEASING TABS AT BOTH SIDS OF THE COVER SIMULTANEOUSLY WHILE LIFTING THE COVER STRAIGHT UP. 

THE MINUTE ADVANCE RATCHET IS LOCATED BEHIND THE 12 AT THE BACK OF THE MECHANISM (ATTACHED TO THE GEAR). PULL THE RATCHET TO THE LEFT, ONE TOOTH ONLY, AND RELEASE TO ADVANCE ONE MINUTE AT A TIME. TO ADVANCE THE TIME FASTER, MOVE THE RATCHET TO THE LEFT, TWO TEETH ONLY, AND, WHILE HOLDING THE RATCHET IN THAT POSITION, ROTATE THE BIG GEAR (LOCATED BEHIND THE 12, IN THE MIDDLE OF THE MECHANISM) TO THE RIGHT (CLOCKWISE) WITH YOUR THUMB.

TO SET THE DAY, TURN THE RED DIAL (LOCATED UNDER THE 6) TO THE LEFT (COUNTERCLOCKWISE) ONE CLICK PER DAY.  THE WHEEL WILL TURN FREELY AFTER 25 MINUTES PAST THE HOUR.  

IF YOU HAVE ANY QUESTIONS, PLEASE FEEL FREE TO CONTACT US.

(800) 925-4506

SUPPORT@COMPUMATICTIME.COM
HARVEY KIPNES

